
I did not author this. I just put the pics together with the text to make a pdf file. Hope it will be of help 
to someone. R Humphrey

After many years of struggling with changing the bulbs for the landing lights, I decided to 
finally do something about it. 

The problems that I encountered mainly were the screws holding the landing lights in were 
originally just a cheap cad plated steel.  With all of the elements the inside of a wheel well is 
exposed to, the screws would corrode and become difficult to remove.  Sometimes the 
screws would become so corroded that the crimped nuts on the backing plate would become 
seized together, making the removal even more challenging. I tried stainless steel screws and 
anti-seize compound with very disappointing results.  So, my plan was to enclose the landing 
light and protect it from the elements they are exposed to in the wheel well.  

I used a Rubbermaid Seal'N Saver 2.3 quart food container found at Wal-Mart for about $3.50 
each. Then cutting the lid as shown in the photo so the 5/8" slit heater hose could grip the lip 
of the container a little better.  Leaving the seam of the hose at the bottom center for drainage 
should some moisture get in there.  I also ran a bead of silicone caulk around the hose to help 
seal it and hold it onto the container.  I made some stainless steel plates and welded four 
stainless nuts onto them to replace the original steel plates with the crimped nuts on them.  
Then, using the plate as a template I drilled the bottom of the container.  I drilled a 1/2" center 
hole for the wiring and drilled a .152" hole using the template then opening it up to .205" after 
removing the backing plate "template".  The reinforcing ribs (on the bottom of the container) 
need to be removed because the screw holes go almost right through the middle of the ribs.  I 
removed them with a dremel bit.  I bought some 10-32 thumb wheels to hold the cover on 
utilizing the holding screws.  I also put a flat rubber seal under the thumb wheels to seal 
them from the elements.  

I have attached self explanatory photos in this file.  If anyone has any questions I will be 
happy to answer them.

Have fun!!

Bruce Cameron



Light removed

Parts you'll have



Rubbermaid containers – 2.3 qts

5/8” slit heater hose used for seal



Use back plate for a template to drill holes

Holes drilled and seal glued into place.



Sealed cover nearly in place.

Finished product. Lights will stay a little cleaner now.


